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Firetide Mesh Products

Antennas and 

Accessories

HotPort Outdoor

Mesh Nodes
HotViewTM and HotView ProTM

Mesh Management Software

HotPort Indoor 

Mesh Nodes 

Models (available in USA only)
• HotPort 3100/PS Indoor Mesh Node

• HotPort 3200/PS Outdoor Mesh Node

Mesh protocol
• Firetide AutoMesh™ protocol

Traffi c prioritization
• Class of Service

Encryption
• 40 bit, 104 bit WEP keys

• 128 bit, 256 bit AES keys

Wireless interface
• Licensed band (USA only)

 4.940-4.990 GHz

• Unlicensed bands

 2.400-2.484 GHz 

 5.150-5.250 GHz 

 5.250-5.350 GHz

 5.725-5.850 GHz

• Tx Power: up to 4 W EIRP (outdoors)

(frequency/channel dependent

• Dynamic Frequency Selection (DFS)

• Transmit Power Control (TPC)

• Receive Sensitivity

2.4 GHz, DSSS

• 1 Mbps: -96 dBm, 11 Mbps: -89 dBm

2.4 GHz, OFDM

• 6 Mbps: -93 dBm, 54 Mbps: -75 dBm

5 GHz, OFDM

• 6 Mbps: -92 dBm, 54 Mbps: -72 dBm

Regulatory agency certifi cations
• FCC Part 90 DSRC-C mask certifi cation

• FCC Class B, part 15 certifi cation

Mesh management software
• HotView™ mesh mgmt. software (bundled)

• HotView Pro™ multi-user, multi-mesh mgmt. 

software (optional)

Optional accessories
• See your Firetide reseller for available direc-

tional and omni-directional antennas, power 

supplies, cables, and other accessories.

 Warranty
• One year limited warranty

Indoor Node 

Antennas
• Two 4.9 GHz to 5 .9 GHz antennas provided 

with each unit

• Pattern: Omni-directional

• Connectors: SMA, reverse polarity

• Length: 6.25 in. (15.5 cm)

• Range: Approx. 1,000 feet (300 meters) 

open environment

• Gain: up to 5 dBi

Network ports
• Four 10/100 Base-T (RJ-45) ports

 • IEEE 802.3, 802.3u compliant

• CSMA/CD 10/100 autosense

Enclosure 

• System LEDs (power, status, mesh, fault)

• Ethernet port LEDs (link, status, activity)

• Connectors: Two antenna (SMA rev. polarity), 

one power, four Ethernet (RJ-45)

• Reset button (recessed)

• Security slot for physical locking device

• Weight: 2.1 lbs (.95 Kg) minus transformer

• Dimensions: 9" x 5.83" x 1" 

(22.85 cm x 14.83cm x 2.71cm)

• Plenum rated UL2043

Power
• Input voltage: 5 VDC @ 1.25 A

• Ext. power supply: 100-240 VAC, 50/60 Hz 

• Power consumption: 7-9 W

Environmental specifi cations
• Operating temperature: 0º C to +50ºC

• Storage temperature: -20º C to +70º C

• Humidity (non-condensing): 10% to 90%

• Storage humidity (non-conden.): 10% to 90%

Outdoor Node

Antennas
• Two detachable 4dBi omni directional, vertical 

polarization, dual band antennas, RP-TNC 

(included for network staging only)

•See your reseller for additional antennas

Network ports
• Two 10/100 Mbps Ethernet ports with weath-

erproof connectors

• IEEE 802.3, 802.3u compliant

• CSMA/CD 10/100 autosense

• Power over Ethernet 802.3af

• One weatherized Ethernet transition cable 

with watertight RJ-45 coupling included

 Enclosure
• Cast aluminum NEMA-4X/IP66 enclosure

• Two antenna connectors (TNC rev. polarity)

• One weatherproof power connector

• Two weatherproof Ethernet

• Lockable bracket for pole and wall mounting

• Removable sun shield

• System indicator LEDs (power, mesh, fault)

• Weight: 4.85 lbs (2.2 Kg) with sun shield

• Dimensions: 9.812" x 7.812" x 2.687"

(25 cm x 19.8 cm x 6.82 cm)

Power
• Input voltage: 16 VDC @ up to 2.5 A

• External power supply (indoor rated) with 

10m DC power cable: 100-240 VAC, 50/60 Hz

• Power consumption: Up to 14 W with no PoE 

load; Up to 35 W with PoE load 

(two connected PDs)

•IEEE 802.3af compliant PoE (PD and PSE)

Environmental specifi cations
• Operating temperature: -20º C to +55ºC

•Storage temperature: -40º C to +80º C

•Humidity (non-condensing): 5% to 95%

•Storage humidity (non-conden.): 5% to 95%

HotPort™ High Performance Mesh Network

HotPort™ 4.9 GHZ Public Safety Mesh Network
Specifi cations


